AC-TMAL-I/II

Truck Mounted Cold Paint Airless Road Marking Machine

Model:

AC-TMAL

Engine:

13 HP gasoline engine

Air compressor:

0.6 m3/min

TMAL-1A/B Cold solvent paint, water-based paint;

Appilcd paint; TMAL-IIA/B Cold solvent, water-based, two-component paint
Paint _rank 0L
capacity:

Glass beads bin:

TMAL-I/ITIA Without,
TMAL-I/IIB 110L, glass beads spray system

Paint pump:

Maximum pressure; 25 MPa. Single pump flow: 20 L/min.
TMAL-11A/B Double pump;
TMAL-IA/B Single pump.

Spray gun:

Double pneumatic spraying guns, single manual spraying gun

Marking width:

S0mm - 500 mm (adjustable)

Control system:

Digital intelligent control system

TMAL-TA 1130 = 1290 x 1410 (mm),

[[’!j;"\:ﬂ“;l';'f‘ TMAL-IB 1110 % 1260 * 1410 (mm);
: TMAL-TIA/B 1130 x 1290 x 1410 (mm)
TMAL-IA 380kg,
Weight: TMAL-IB 455 kg;

TMAL-ITA 650 kg,
TMAL-IIB 735 kg




